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Title: Programming Time Lock
Function
This function is to restrict use of terminal program for DKTU subscriber for a set time at a time. If a subscriber fails to exit the Program Mode after the time, the function automatically turns into IDLE after a certain set time so that any incoming call unavailability may be prevented. 

[Ex of Terminal Program]

1. Speed Dial Checking/Choosing

2. Checking/Choosing Information in Flexible Button

3. Choosing Terminal Name

Operation Sequence

N/A

Service Conditions
1. Programming Lock Time must be set. 

2. Each time a new entry is generated in Program Mode, the Timer will be updated.

Data Generation

1. Programming Lock Time Setting

   [2.3 System Lock Parameter => DTEL Programming Lock Time]

Interactions 

N/A

Hardware
N/A

(
OMS Menu Description
This menu is to Change DTEL Programming Lock Time

[Sample Screen Description]   Menu Number : 2.3
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[Secand Haokflash wait Lock (100 mses ) 10
[SETUP Wt ater Channel Assign (100 msec ) 2
[DECT Recall Response Watt Tine (100 msec ) 15
[DECT Campon Ring wat Time (100 msec) 15
[Over Time CallLinted Lock (100 msec ) 1800
n-Band VS DTWF Sending Delay (100 msec ) 2
[DTEL Prine Line Delay Time (100 msec) 2

V[5TEL programing Lock Time (100 msec ) 1800
[V DTHF Reseive Delay Time (100 msse ) £
[WTiC2 Protocel Lock Time 1 (100 mses) el
[WTiC2 Protocel Lock Tme 2 (100mses) el
[V answering Machine E Delay Tine( 100 msec ) 2
[VPM answering Machine EM Duration (100 msec ) 100
[One Tine O Next Use Wt Tine (100 msee ) el
[SLT O Sencing Detay Time (100 msec ) 100
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(
How to Use
1
Query

1) Click Query button.

2
Change

1) Click the check box of an item you want to change

2) Change the data. 

3) Click Change button.

4) Click Send button.
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